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Stakes

Asta® Stake Registered Design

The Asta® Stake range provides a variety of solutions for stabilising the components of 
micro irrigation systems. 

Features
• Asta® Stakes available in 4 height options.
• Asta® Stakes suitable for plasticised PVC and polyethylene tubing (6.9 mm OD).
• Asta® Stake Hold-Down locates and secures polyethylene tubing (up to 22 mm OD).
• Asta® Stake Assemblies suitable for most micro spray and micro sprinkler installations 

with 4 mm inlets.
• UV stabilised materials for long life.

Applications
Asta® Stakes for rigid riser stability; Asta® Stake Hold-Down for securing drip and 
micro irrigation systems; Asta® Stake Assemblies for home gardens and landscape 
applications.

  TYPE ORDER PACK PACKS PER   CARTON
   CODE QUANTITY CARTON (kg)

 ASTA® STAKE 200 mm  40885 25 28 9.9
 ASTA® STAKE 310 mm  40875 25 20 10.8
 ASTA® STAKE 420 mm  40895 25 12 9.1 
 ASTA® STAKE 530 mm  40905 25 10 9.5

Asta® Stakes

  TYPE ORDER PACK PACKS PER   CARTON 
   CODE QUANTITY CARTON (kg)

 ASTA® STAKE HOLD-DOWN 43615 25 25 10.0

  TYPE ORDER PACK PACKS PER   CARTON 
   CODE QUANTITY CARTON (kg)

 ASTA® STAKE ADAPTOR 4 mm (F) x 4.5 mm barb 41005 100 120 12.4

Asta® Stake Hold-Down

Asta® Stake Adaptor

  TYPE ORDER PACK PACKS PER   CARTON 
   CODE QUANTITY CARTON (kg)

 ASTA® CLIP STAKE  43595 25 100 11.5

Asta® Clip Stake

 TYPE ORDER PACK PACKS PER   CARTON 
  CODE QUANTITY CARTON (kg)

 ASTA® STAKE ASSEMBLY w/300 mm off-take tube 43685 25 19 9.6
 ASTA® STAKE ASSEMBLY w/600 mm off-take tube 43695 25 14 11.0

 TYPE ORDER PACK PACKS PER   CARTON 
  CODE QUANTITY CARTON (kg)

 200 mm with ‘Quick’ thread adaptor fitted 43125 100 26 12.6
 300 mm with ‘Quick’ thread adaptor fitted 43135 100 18 13.8
 450 mm with ‘Quick’ thread adaptor fitted 43145 100 11 12.8

Asta® Stake Assemblies
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