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Rotor Max™ Midi Sprinklers

Inverted Rotor Max™Rotor Max™

This product has been independently tested by the Australian

Irrigation Technology Centre, report No A95033

FLOW RATE: ROTOR MAX™ and INVERTED ROTOR MAX™

3.4

PACKAGING
NOZZLE ORDER PACK PACKS PER WEIGHT PER

COLOUR        ORIFICE SIZE CODE QUANTITY STND CARTON CARTON (kg)

Red 2.8 mm 21555 20 10 8.3
BULK PACK Black 3.2 mm 21505 20 10 8.3

Purple 3.8 mm 21565 20 10 8.3

INVERTED ROTOR MAX™ 1/2" BSPM

PACKAGING
NOZZLE ORDER PACK PACKS PER WEIGHT PER

COLOUR        ORIFICE SIZE CODE QUANTITY STND CARTON CARTON (kg)

Red 2.8 mm 21155 20 10 8.0
BULK PACK Black 3.2 mm 21105 20 10 8.0

Purple 3.8 mm 21165 20 10 8.0

ROTOR MAX™ 3/8" BSPM

PACKAGING
NOZZLE ORDER PACK PACKS PER WEIGHT PER

COLOUR        ORIFICE SIZE CODE QUANTITY STND CARTON CARTON (kg)

Red 2.8 mm 21055 20 10 8.3
BULK PACK Black 3.2 mm 21005 20 10 8.3

Purple  3.8 mm 21065 20 10  8.3

ROTOR MAX™ 1/2" BSPM

SPECIFICATIONS

DIMENSIONS ASSEMBLED UV STABILIZED MATERIALS BASE/CONNECTION TYPE

HEIGHT                 96 mm FRAME    acetal Inlet:  THREAD  3/8" BSPM
WIDTH                   90 mm FLIPPER  acetal Inlet:  THREAD  1/2" BSPM
WEIGHT (approx)  38.0 g NOZZLE   acetal

Excellent single sprinkler distribution. Smooth rotation,
robust design, durable construction. The inverted
model has a khaki colour coded 0° trajectory spinner.
The standard sprinkler has a black colour coded
25° trajectory spinner.

FEATURES
• Easily taken apart for servicing.
• Dual outlet sealed spinner enhances performance.
• Nozzle options are coloured to identify flow.

APPLICATIONS
Greenhouses, vegetables and under tree watering.
The inverted model is ideal for overhead watering in
glasshouses, nurseries and shade houses.

ROTOR MAX™
TESTED 0.2 m

ABOVE
GROUNDPERFORMANCE

NOZZLE PRESSURE FLOW DIAMETER  STREAM
COLOUR OF THROW   HEIGHT*

(kPa) (lph) (m)  (m)

100 300 11.0 0.9
RED 200 400 13.0 1.2

2.8 mm 250 460 13.0 1.2
300 500 13.0 1.4

100 375 11.0 0.9
BLACK 200 540 13.0 1.2
3.2 mm 250 600 13.0 1.2

300 660 14.0 1.3

100 550 11.9 0.7
PURPLE 200 775 13.8 1.0
3.8 mm 250 875 14.0 1.1

300 975 13.4 1.2

INVERTED
ROTOR MAX™

TESTED 2 m
ABOVE

GROUND

* Stream height is applicable only to the Rotor Max™


